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Introduction
For preparing semiconductor surfaces like the Si 
7x7 reconstruction for instance, the best and most 
simple way is usually direct current heating using 
M-SHOMDC sample holders.

M-RECOMDC provides the necessary receiver with 
isolated contact rails for attaching wires.
M-RECOMDCRA (as photo) has an additional 
central opening for optical access from the rear.
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Description Part Code

Sample receiver with two high current electrical contacts 
for DC heating of M-SHOMDC sample holders

M-RECOMDC

Sample receiver with two high current electrical contacts 
for DC heating of M-SHOMDC sample holders with central 
opening for optical access from the rear

M-RECOMDCRA

Specifications:

Materials:

Body: Stainless steel 1.4301 (304L)

Isolators: Shapal M

Spring contacts, screws, washers for el. contacts: 
Molybdenum

Spheres: Ruby



2000
1000

1.2
300
100

30
6 30

100
0.1 0.3 0.5

6
1

bis
über

0.05

Datum
geändert

gezeichnet

Nennmass

Toleranz  
Massstab

Material:

0.8
1000
300

Receiver for DC-heating

1.4301, Mo, Shapal M

von Gunten
14.11.2005
26.05.14 UM

Ferrovac  GmbH
8050 Zürich

2:1
RECOMDC

1
0

1
5

2 0.25

10

28

A A

A-A

4

2.2

1
.
6

3
.
2

1
.
1
5

1 8.5

16

13.5

2M

4127, Mo

2x 1193, Ruby

4768, 1.4301
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